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Pièces jointes au dossier de demande 

d’enregistrement d’une installation 

classée pour la protection de 

l’environnement

PIECE JOINTE N° 19
(pièce volontairement transmise par le demandeur)

Détail des puissances

de la rubrique n° 2522

Version 3

15/01/2019

Demandeur :
COBAT CONSTRUCTIONS
5 allée Louis Lumière
60110 MERU

Etablissement faisant l’objet de la demande :
COBAT CONSTRUCTIONS
RD 121
Lieu-dit Les Vallées
60110 AMBLAINVILLE et 60110 MERU

Rubriques 2515 1. et 2522
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CENTRALE A BETON :
EQUIPEMENT PUISSANCE UNITAIRE kW NOMBRE PUISSANCE kW

Vis ou tapis de reprise 7,5 4 30

Malaxeur 37 1 37

Skip de chargement 15 1 15

Total 82 kW

USINE DE PREFABRICATION BETON :

Project

Installed power Version: 10. Januar 2018

Machine Actuator Switch cabinet

Shuttering+Magazining robot U01 1 x 55 kW = 55 kW 100% 55 kW 1

Cleaning unit and transport system 

for shutterings
1 x 14 kW = 14 kW 80% 11,2 kW 1

Cleaning unit for pallets 1 x 1,5 kW Travel drive = 1,5 kW 100% 1,5 kW 2
1 x 3 kW Brush 1 = 3 kW 100% 3 kW 2

1 x 1,5 kW Brush 2 = 1,5 kW 100% 1,5 kW 2

Working place system at U2 1 x 1 kW = 1 kW 50% 0,5 kW 2
Cross lifting trucks 1   (U02 - U13) 2 x 1,5 kW Travel drive = 3 kW 0% 0 kW 2

2 x 3 kW Hydraulic power box = 6 kW 50% 3 kW 2
Cross lifting trucks 2   (U29 - U16) 2 x 1,5 kW Travel drive = 3 kW 0% 0 kW 2

2 x 3 kW Hydraulic power box = 6 kW 50% 3 kW 2

Cross lifting trucks 3   (U11 - U19) 4 x 1,5 kW Travel drive = 6 kW 0% 0 kW 2
4 x 3 kW Hydraulic power box = 12 kW 50% 6 kW 2

Cross lifting trucks 4   (U22 - U21) 4 x 1,5 kW Travel drive = 6 kW 0% 0 kW 2

4 x 3 kW Hydraulic power box = 12 kW 50% 6 kW 2
Cross lifting trucks 5   (U25 - U26) 4 x 1,5 kW Travel drive = 6 kW 0% 0 kW 2

4 x 3 kW Hydraulic power box = 12 kW 60% 7,2 kW 2

Concrete spreader U16 2 x 2,2 kW Travel drive bridge = 4,4 kW 100% 4,4 kW 3
1 x 1,1 kW Travel drive trolley = 1,1 kW 100% 1,1 kW 3

1 x 4 kW Spiked roller = 4 kW 100% 4 kW 3

1 x 3 kW Hydraulic power box = 3 kW 100% 3 kW 3
Oscilllating compactor U16 1 x 22 kW Frequency converter = 22 kW 100% 22 kW 2

screed (between U16-U17) 1 x 1,1 kW lifting device = 1,1 kW 0% 0 kW 3

Storage and retrieval system  U11-U18 1 x 75 kW Lifting device = 75 kW 100% 75 kW 2
2 x 4 kW Travel drive = 8 kW 100% 8 kW 2

2 x 0,75 kW Adjusting device = 1,5 kW 0% 0 kW 2

3 x 1,5 kW Friction wheel = 4,5 kW 0% 0 kW 2
1 x 2,2 kW Toothed rack conveyor = 2,2 kW 0% 0 kW 2

1 x 0,25 kW Pusher dock adjustment = 0,25 kW 0% 0 kW 2
2 x 0,25 kW Resting pin = 0,5 kW 0% 0 kW 2

1 x 3 kW Lifting rod conveyor = 3 kW 0% 0 kW 2

1 x 1,1 kW Gripper arms = 1,1 kW 0% 0 kW 2
Fan Motor 1 x 2,2 kW Fan Motor = 2,2 kW 0% 0 kW 2

turning device U16 1 x 2,2 kW Hydraulic power box = 2,2 kW 0% 0 kW 2

1 x 15 kW Hydraulic power box = 22 kW 50% 11 kW 2
Oscilllating compactor U10 1 x 22 kW Frequency converter = 22 kW 50% 11 kW 2

Tilting table U22 1 x 15 kW Hydraulic power box = 15 kW 100% 15 kW 2

Movable ladder at U22 1 x 1,5 kW Travel drive = 1,5 kW 50% 0,75 kW 2
Friction wheels pt.1 13 x 1,5 kW = 19,5 kW 40% 7,8 kW 2

Friction wheels pt.2 13 x 1,5 kW = 19,5 kW 40% 7,8 kW 2

Friction wheels pt.3 14 x 1,5 kW = 21 kW 40% 8,4 kW 2

ISO-MATIC (Option) 1 x 22 kW pump = 22 kW 100% 22 kW 4

5 x 2 kW roboter = 10 kW 100% 10 kW 4
3 x 0,75 kW conveyor belt = 2,25 kW 0% 0 kW 4

station U19 (Option) 4 x 2,8 kW Frequency converter = 11,2 kW 70% 7,84 kW 2
1 x 2,2 kW Hydraulic power box = 2,2 kW 0% 0 kW 2

Power distribution Power Fuse

Switch cabinet 1 (close to the 

shuttering robot) 

Proche robot de coffrage
66,2 160 A

Switch cabinet 2 (close to the 

storage and retrieval system) 

Proche des étuves
206,29 400 A

Switch cabinet 3 (concrete spreader)

Distributrice béton
12,5 50 A

Switch cabinet 4 (Option Isomatic)

Option IsoMatic
32 100 A 

Installed power  = 452,2 kW max. simultaneous 317 kW

19PB011_0, Méru, France

Electric power supply:      400 V / 50 Hz

TOTAL GENERAL : 82 kW + 452,2 kW = 534,2 kW
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Usine de préfabrication béton : aperçu :
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